
Mass Notification

Scalable: Deploy between 8 and 480 ports, add more capacity as your
needs increase
Reliable: Linux based operating system
Integrable: Integrate with TDM or IP based network
Customizable: Brand your system with your own company name and
company colors
Manageable: Manageable: Web based system administration of network resources
Flexible: Conduct multiple conferences concurrently in any configuration
Expandable: Start with Audio and add web and desktop sharing capabilities
Useable: Simple and easy to use features allow for maximum productivity
and usage
Adaptable: Control Audio conferences from web based control panel or via
phone
Secure:Secure: Tamper-proof, designed for military standards 



GACS-xxx Port Configurations
The number of ports can be any mix of TDM and VoIP.
Number of ports: 8 through 480 per chassis.
Protocols
T1 CAS          E&M (Wink Start, Immediate Start)
T1 ISDN          NI-2, 4ESS, 5ESS, DMS250, INS1500, Q.Sig
E1 CASE1 CAS          Many country specific MFC-R2 variants
E1 ISDN          NET5, DPNSS, DASS32, QSIG
VoIP            SIP, H.323
DTMF Relay        Inband, RFC2833, SIP Info
Interfaces
T1 Telephony Interface     DSX-1
Impedance         100 Ohm
FramingFraming          SF (D3/D4), ESF For ISDN
Line Coding        AMI, B8ZS
Connector         RJ-48C on Front Bracket
E1 Telephony Interface    CEPT E1
Impedance         120 Ohm balanced
Framing          CCITT G.704 with CRC4
Line Coding        HDB3
ConnectorConnector         RJ-48C on Front Bracket
VoIP Interface        100BaseT Ethernet, RJ-45
Encoding formats      G.711, G.729, G.723
Server Specifications
1U, 2U or 4U standard 19” × 30” rack mountable industrial grade chassis
SATA RAID 1 Mirrored Disks
Power: 110-240 VAC, 47-63 Hz, 600 Watts max
-48 V power supply (optional)-48 V power supply (optional)
Redundant power supplies (optional)
Weight: 20–40 kg
Operating Requirements
Operating Temperature   +0 deg Celsius to 50 deg Celsius
Storage Temperature    -20 deg Celsius to 70 deg Celsius
Humidity         8% to 80% non-condensing

Hardware Hardware Warranty: One year included
Software Maintenance: Basic and advanced packages available
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